
Descriptions Mild Steel Pre-galvanised
Steel Stainless Steel Aluminium

Pattern Measurements
(mm)

% 
Open 
area

Grade 304 Grade 316

Thickness (mm)

1.0 1.6 3.0 5.0 0.6 0.8 1.0 1.2 1.6 2.0 0.55 0.7 0.9 1.5 2.0 0.55 0.9 1.2 1.5 1.6 2.0 3.0

P208 2.0 x 3.0 40 • • • •
P210 2.4 x 3.6 40 •
P214 2.4 x 6.8 11 • • •
P218 3.2 x 4.8 40 • • • • • • • • • • •
P220 3.2 x 5.6 30 • • • • • • • •
P226 4.8 x 6.4 51 • • • • • • • • • • • • •
P228 4.8 x 7.9 33 •
P233 6.4 x 8.5 50 • • •
P234 6.4 x 9.5 40 • • • • • • • •
P238 8.0 x 9.5 62 • • • • •
P240 8.0 x 11.1 47 • • •
P244 9.5 x 12.7 51 • • • •
P246 9.5 x 14.3 40 • • • • • •
P252 12.7 x 17.3 49 • • • • • • •
P258 19.0 x 25.4 51 • •

  Perforated squares - square dimension (mm) x pitch (mm)

P412 8 x 11 
straight 53 •

P418 11.1 x 15.9 
straight 49 • • •

  Raised perforated holes

P520
Approx 11% open area • •

perforated metal
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Grade 5005

•

14mm diameter raised holes - 6.4mm diameter drain holes x 38.1mm straight pitch


